
V-Drums V-Stage Series 
TD-12KX

Redesigned for High-Impact Performance & Recording
Bigger pads, stronger hardware, and enhanced V-Edit capabilities anchor the new TD-12KX V-Stage kit. The drum rack 
and mounting hardware have been redesigned as well, providing an extra solid feel with enhanced pad mounting and 
placement. The KD-120 kick pad is larger and more stable, as is the PD-105 floor-tom pad, offering a more natural look 
and feel around the kit. Enhanced V-Edit features have also been added to the acclaimed TD-12 sound module for a 
wider range of custom sounds. For drummers who want the best V-Drums sound and performance without the larger 
footprint and price of the flagship TD-20KX, the TD-12KX is the ideal instrument.



OPTIONS

MDS-12XMDS-12X Drum Stand 

MDY-12MDY-12 Cymbal Mount MDH-12MDH-12 Pad Mount

TD-12KX Specifications
■ Trigger Input Jacks Total: 12 inputs, 10 standard inputs for included pads, 2 extra inputs for 
optional pads (AUX 1-2) ■ Hi-Hat Control Input 1 input ■ Dimensions 1500 (W) x 1200 (D) x 1250 (H) 
mm / 59-1/16 (W) x 47-1/4 (D) x 49-1/4 (H) inches (including Sound Module, Kick Pad, Cymbals and 
Stool) ■ Weight 40.1 kg /88 lbs 7 oz (Excluding Kick Pedal and Hi-Hat Stand)

TD-12KXTD-12KX V-Drums V-Stage Series

TD-12SXTD-12SX V-Drums V-Stage Series

MDS-12X Specifications
■ Accessories Pad Arm x 2, Cymbal Arm x 3, Holder x 2, Pad Mount x 2, Memory Lock (for Pad 
Mount) x 2, Owner’s Manual, Mounting Plate, Drum Key, Cable Clip, Connection Cable (concealed in 
pipes) ■ Required Space for Set-up 1200 (W) x 700 (D) x 1100 (H) mm, 47-1/4 (W) x 27-9/16 (D) x 
43-5/16 (H) inches (Drum Stand only), 1500 (W) x 1200 (D) x 1250 (H) mm, 59-1/16 (W) x 47-1/4 (D) x 
49-1/4 (H) inches (including Sound Module, Kick Pad, Cymbals and Stool) ■ Tube Diameter Stand: 
38.1 mm / 1-1/2 inches, Pad Arm/Cymbal Arm: 22.2mm / 7/8 inches ■ Weight 16.8 kg / 37 lbs 1 oz 
(including Pad Mounts and Cymbal Mounts)

Mount your V-Drums in style and stability with the MDS-12X. 
Featuring flexible ball-clamps, height-adjustable arms on hatched 
clamps, and a lower center of gravity, this rock-solid rack let’s you 
play with confidence, knowing that your drum and cymbal pads will 
remain locked in position. The MDS-12X's open-leg design offers 
more convenience for hi-hat placement as well as expandability with 
additional pads and cymbals. The cabling concealed inside pipes 
provides a clean appearance and quick setup.

The MDY-12 is a cymbal mount 
for V-Cymbal Pads. It features 
a flexible ball-clamp, a foldable 
boom arm, and a hatched 
clamp that’s compatible with all 
Roland MDS-series drum-rack 
hardware for expandability. Set 
up and teardown is fast and 
easy.

This rock-solid pad mount features 
a hatched clamp for easy setup 
and teardown. It’s compatible with 
all Roland MDS-series drum-rack 
hardware so you can easily expand 
your kit with more trigger pads 
(e.g., Roland PD series). 
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Hi-hat stand and kick pedal not included and 
shown only for photography purposes.

Percussion Sound Module
V-Pad (for Snare, Tom 4)
V-Pad (Tom 1, Tom 2)
V-Hi-Hat
V-Cymbal Ride/Crash
V-Kick
Drum Stand

TD-12KX Kit Configuration
TD-12
PD-105BK
PD-85BK
VH-11
CY-12R/C
KD-120BK
MDS-12X (Option)

X 1
X 2
X 2
X 1
X 3
X 1
X 1

Visit us online at www.v-drums.com
www.Roland.com
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